UC2x0T: Transmission Cell

The UC2x0T universal stress-strain transmission cell is designed to
apply tuneable stresses to small samples at temperatures down
to less than 1K, while monitoring both sample stress and sample
strain and simultaneously providing sample access for
transmission probes, such as X-ray diffraction. The device is
temperature compensated, meaning that the thermal expansion
of the piezoelectric stacks used to operate the cell is cancelled out
and does not affect the sample. The force and displacement
applied to the sample are both measured by integrated
capacitance sensors, which are well shielded and electrically
isolated from the rest of the apparatus.

Two variants are available, UC200T and UC220T. The UC220T is a
larger variant with longer piezoelectric stacks and is capable of
straining longer samples, but the longer operating range requires
the use of a less sensitive displacement sensor.
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The stress-strain cell uses high voltages to operate,

and there is a risk of shock if it is misused.

Read and understand the safety information sheet
A provided with your cell before using it. The safety

note is also available online on the Razorbill

|I|| Instruments website.

Intended Use

The UC2x0T series strain cells are intended to be installed in a
piece of laboratory equipment, such as a cryostat, in order to add
strain functionality to an existing measurement system. This
installation and subsequent use must be carried out by an
appropriately trained professional. This product is available for
sale to business customers only and is not suitable for use by
household consumers.

ion Cell
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Specifications
Ph)/SiCClI Specificoﬁons UC200T = UC220T
length 57 75 mm
Width Across flats 33 mm
Height To top surface 12 mm
To sample mid- 11 mm
plane!
Rear access Included cone 90 deg
Front access Included cone > 125 deg c
Weight approx. 68 92 g 0
Oufput UC200T  UC220T >'?
Displacement | At 300K, no load +20 t43 pm ()
At 4K, no load +12 +25 pm ,_,l
Force At 300K, zero + 502 + 502 N —
displacement a
At 4K, zero +40 + 502 N
displacement a
Stiffness typical 4.0 3.8 N/um 3
Feedback Sensor o
Force UC200T  UC220T K,
Range + 603 N O
Sensitivity Typ. 4106 fF/N -
Capacitance Typ, zero force 1.1 pF 0
Hysteresis max 0.5 % ‘D
Drift 24 hours 0.01 %FSR | ==

1 Height of sample depends on mounting technique. This figure assumes 100 um
thick sample, 50 um epoxy, and standard sample plates.

2 The cell is capable of producing more than 50 N across much of the
temperature range, but this could cause damage, so this must be avoided by
using softer samples or monitoring the force sensor.

3 This specification applies to the sensor only. The cell should be limited to 50N.
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Feedback Sensor -

Displacement UC200T = UC220T
Range + 20 143 pm
Sensitivity* Typ. 10to40 5to40 | fF/ um
Capacitance Typ, zero 0.8 0.6 pF
displacement
Hysteresis max 0.5 0.5 %
Drift 24 hours, 0.01 0.01 %FSR
vacuum
Piezoelectfronic Stacks | uc2o0T = uc220T
Drive Voltage @ At 300K -20to0 120 \Y
At 4K +200 \%
Drive Current = Min 0.05 mA
recommended
Do not exceed 10 mA
Capacitance Tension stack 15 3.0 WF
(300K) Compression 3.0 6.0 UF
stacks
Typical Sample UC200T = UC220T
Length 0.5t02 | 1to3 mm
Cross Section 0.01t0 0.1 mm?

Construction Materials

Piezoelectric
stacks
Chassis
Drive wires

PZT ceramic

Titanium, pure, grades 1-4
20.8mm PTFE insulated copper®

4 Parallel plate capacitor is much more sensitive when plates are close (sample
compressed). All sensors are supplied with individual calibration.

5The UC2x0T is normally provided with 20 cm length cables and wires of the type
specified in the table above. Alternative lengths or construction of wire/cable
can be supplied on request.
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Capacitor @1mm coax. copper/FEP*
cable 20.45mm coax. copper/FEP (used internally)
Solder Cryo-compatible Sn/Pb solder

Connectors PEEK with gold plated inserts
MMCX uses PTFE insulators

Epoxies Various low outgassing cryogenic types
Insulators Kapton film
Environmental
Surroundings | Vacuum only
Not suitable for use in exchange gas or liquid o
cryogens 0
Temperature max operating 50 °C N
(recommended) é
min operating <200 mK —
max process (e.g . epoxy 100 °C e
cure) (recommended) ﬂ
Humidity 0 —80% non-condensing (@)
range Humidity above 0 reduces accuracy a
3,
Sample Access g
L[]
The UC2xO0T series cells have a 90 degree access cone below the (@)
sample. The fulcrum of this cone is 2.5mm above the surface of -
the device. 0
The sample will be raised above the surface by the sample ﬂ

mounting arrangements. Standard sample mounting plates are
400 pum thick.

Access from above is wider than below, the exact angle being
limited by the screws used to mount the sample. Access across
the axis of strain can exceed 180 degrees, reducing to 125 degrees
along the strain axis when standard sample plates and screws are
used.
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Figure 1: Access cone dimensions. UC220T shown, UC200T is the
same. Sample and sample mounting plates not shown.

Thermal Compensation

The UC200 Cell is thermally compensated and matched to
titanium. The special arrangement of piezo stacks inside the
device cancels out their thermal expansion. This means a wide
range of sample stresses remain accessible across the full
temperature range. For more information about the principle of
operation, or how to deal with samples with very large or small
thermal expansion ratio, refer to application note APOO1.

Sample size and operating range

The achievable strain depends on the model of cell, applied
voltage, temperature and the spring constant of the sample and
sample mounts.

To work out how much force and displacement can be applied to
a sample, we can model the cell as a (temperature and voltage
dependent) displacement in series with (temperature dependent)
spring constant of the cell, sample, and sample mounts. Two
limiting cases are:
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W If the sample is very soft: It changes length without any
reaction force, so there is no force on the cell, and the cell
delivers its full rated displacement.

W If the sample and mounts are very stiff: They do not change
length at all, and all the cell’s stroke goes into deforming
itself. The force applied to the sample is the rated
displacement multiplied by the spring constant of the cell.

For intermediate cases (including all real samples) the stroke of

the cell is divided between force and displacement. How much of cC
each depends on the ratio of the spring constant of the cell to the 0
spring constant of the sample plus sample mounts. N
As the cell cools, the stroke per volt of the PZT actuators falls, the é
voltage limits change as described above, and the titanium and |
PZT materials get stiffer. These things combine in a relatively .—.I
complicated way. Figure 2 shows the reachable sample force and -
displacement at different temperatures. All the area under the Q
coloured curve is accessible by the cell. Any given sample and a
sample mount combination has a fixed spring constant, so only 3
combinations of force and displacement along a line with that _—
spring constant as the gradient are accessible with that sample &
mounted. You can use the figure to read off the expected 6'
maximum force and displacement for any spring constant and =
temperature. 0

)
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ke
(72
(72
© mm
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2 Displacement [um]
C Figure 2: Reachable force and displacement as a function of
E temperature and sample spring constant. To use this figure a)
= Estimate the combined spring constant of your sample and
oo sample mounts. b) draw a line on the figure passing through

the origin with the spring constant you have estimated as the
gradient, several examples are drawn on in grey c) The force
and displacement where the drawn line crosses the line for
your operating temperature are the maximum achievable
within the recommended voltage limits.

UC2x0T
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Sample Mounting

These cells are used with a wide variety of different samples, and
each research group will need to develop their own technique for
mounting their specific materials. Here we provide a few
suggestions as a starting point. More information, including a
guide to mounting small metal or ceramic matchstick shaped
samples is available as application note AP005. We also have
some information about mounting 2D materials, either
unsupported or glued to a substrate, on our website.

The UC200 is supplied with flat sample plates, which can slide
backwards and forwards so that the free length of the sample can
be adjusted continuously between 0.4 mm and 3 mm.

10X2ON

The simplest method to mount a sample is to simply glue it to two
sample plates, as illustrated in Figure 4a). This mounting method
is asymmetric: the sample is secured primarily through its lower
surface, and in consequence when the sample is compressed (or
tensioned) it will bend upwards (or downwards), imposing a strain
gradient across the thickness of the sample. How much this
matters will depend on what aspect of the sample is being
measured.

A more rigorous method, that limits bending and so yields higher
strain homogeneity, is illustrated in Figure 4b). Here, the sample
is secured between lower and upper sample plates. A spacer foil
may be included to protect the sample when the bolt holding the
top plate is tightened. By sanding or the spacer carefully, epoxy
thicknesses in the range of ~10 um are achievable.

19D uoIssiwIsuDi]
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Epoxy thickness Plate
set by spacer

Attachment
Tabs

Figure 3: a) It is possible to simply glue the sample to sample
plates with a drop of epoxy. b) A more rigorous mounting
method, in which the sample is sandwiched between upper
and lower plates, to achieve higher strain homogeneity. c) If
the sample can be machined or etched, it can be necked. d)
lllustrates how a necked sample may be attached to the strain
cell. If the attachment tabs are large enough relative to the
width of the necked section, the top sample plate can be
neglected altogether.

In some situations, it may be possible machine or etch or
otherwise shape the sample so that it is significantly narrower in
the middle than it is at the attachment points. A sample which has
been ‘necked’ in this way will experience high, uniform strains in
the necked area, and the two tabs may be epoxied to sample
plates.

A more in-depth discussion of mechanical considerations for
sample mounting can be found in ‘Review of Scientific
Instruments’ 85, 065003 (2014). A photographic guide including
some practical tips is also available as Application Note APQO5.
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The maximum temperature to which the cell may be exposed
during curing of epoxies is 100 °C. The Piezo stacks must be
attached to a suitable discharge resistor. The optional RP100
power supply provides a suitable resistance (but must not be
placed in the oven). Thermal shock should be minimised, under no
circumstances exceeding 10 K/min.

Operating environment

WARNING! The cell is designed to be used in a c
cryostat. Observe the usual precautions to avoid
cold burns and other injuries. If in doubt, contact 0
the manufacturer of your cryostat for further N
advice. é
—
WARNING! Do not operate the cell or start cooling °°
A if it has condensation or frost on it. Allow the cell to ﬂ
warm up naturally or use desiccant to speed up the (@)
drying process. Even quite small quantities of water -
can cause shorts or damage the cell. %)
The drive wires must be attached to a suitable discharge resistor 3
during any heating or cooling, as damaging pyroelectric voltages (7’.
can build up in the piezoelectric stacks. The RP100 has integrated 2,
discharge resistors so that it is sufficient to simply ensure that the (@)
stress-strain cell is correctly plugged into the RP100 during -
temperature changes. 0
The maximum permissible short-term temperature for bakeout g

and epoxy curing in the specifications table is set by the epoxies
used to hold the cell together and to insulate the stacks. Exceeding
this temperature, or holding it for long periods, degrades the
insulation and may cause a hazard. The structural epoxy is also
weaker above the maximum operating temperature, which is why
the cell may be heated above that temperature but not operated.
These values assume that the apparatus is operated quasi-
statically, so that negligible power is dissipated in the piezoelectric
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stacks. If this is not the case, care must be taken that the stacks
do not exceed the stated temperatures due to power dissipated
in them.

For DC operation, the leakage in the piezoelectric stacks is
essentially zero at ultralow temperatures; no heating is expected
and we do not anticipate any lower temperature limit on
operation. CS100 series cells have been operated successfully
below 200 mK. The body of the strain cell may become
superconducting below 400 mK, but only at very low magnetic
fields, B.<6 mT. This will not affect the operation of the cell, but
may affect the measurement being carried out on the sample, and
the thermal conductivity of the cell.

The temperature compensation of the UC200T presumes that the
apparatus is at uniform temperature. During rapid temperature
changes this may not be the case, and in consequence large
thermal displacements may be applied to the sample. We
recommend avoiding very rapid temperature changes, and under
no circumstances should the heating or cooling rate exceed
10 K/minute. The sensor in the cell is quite sensitive to

Cell

g temperature gradients, so if you need to adjust the voltages to
"7, stay close to the thermal expansion of your sample, it is best to do
.(L) that by stepping the temperature and waiting for the reading to
E settle before adjusting the voltage at each step.

L) The UC200T is designed to be operated in a vacuum. Dry air is also
C acceptable but impairs sensor performance. Unlike some of our
E other products the UC200T is not suitable for use in low pressure
- helium (exchange gas) and is likely to be damaged by arcing.
|'_. Humid atmospheres will affect the sensor, and the affect can last
o for some time after leaving the humid environment. See AP006
&< for more details. Do not use the cell in corrosive, explosive, or
0 high-hydrogen environments.

— )
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The apparatus contains no ferromagnetic components or
materials. As such it is suitable for use in both in high magnetic
field and environments where stray magnetic fields must be
minimised.

Mounting the cell

Some of the tapped holes in this cell lead into
internal voids containing delicate components.

Inserting too-long screws may damage the cell.

Refer to the technical drawing for allowable o

lengths. 0

The cell has tapped holes suitable for mounting on the bottom, N
both sides, and on top. Refer to the technical drawing for details. é
The cell will expand and contract as the temperature changes. If ._.I
the cell is attached to a dissimilar metal, this will exert forces on ﬂ
the cell, which may cause small unintended sample strains or (@)
offsets in the sensor readings (especially in the force sensor). To - |
avoid this, the cell should be mounted either: wn

e Using only two of the mounting screw holes, both on the 3.
same face of the cell, or :z

e Inaframe or yoke which is made from thin material, which =
can flex as the cell expands. g
Razorbill Instruments will be happy to advise on the design of 0
brackets etc. for mounting the UC200T. In some cases, Razorbill (D
Instruments can provide brackets and/or cables for use in —

common types of cryostat.

When bending the wires leading out of the cell to install the cell
in the cryostat, avoid bending them tighter than necessary or
running them over a sharp edge. As a rule of thumb, the minimum
bend radius is:

e 1mm, if bending once and then keeping in the bent
position with a clamp or tape
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e 5mm, for occasional bending and unbending
e 10mm, for large numbers of cycles (for example on a
goniometer)

Operating the UC200
Drive electronics

DANGER! The voltages required to operate the cell
A are high enough to cause serious injury or death.
Use a current limited supply — 10mA is sufficient for
most experiments. Use suitable cables and wiring.
Only operate the cell above 50V in a grounded
metal or completely insulating cryostat, or other
suitable container. Ensure piezos in the cell are
discharged before removing it from the
cryostat/container.
There are two sets of stacks inside the cell, and they work in
opposite directions. A positive voltage on the tension stack will
tension the sample and a negative voltage will compressiit. For the
compression stacks, a positive voltage compresses and a negative
voltage tensions. Both sets of stacks must be used together to
obtain the full range of the cell, which needs a 2-channel £200 V
source and sink (also called four-quadrant) power supply. The
Razorbill Instruments RP100 is specifically designed to drive the
cells, and includes various features to improve safety and
minimise the risk of equipment damage. AP001 gives more detail
on the arrangement of the stacks, and AP0O02 has more on the
power supply and ways of operating with less capable supplies.
AP004 has useful information about installing new wires and
cables in an existing cryostat.

Cell

ission

Transm

When the power supplies are not connected, each pair of drive
wires should be connected together, preferably via resistor of a
few kQ, to discharge any charge which builds up on the stacks as
a result of temperature changes. The RP100 does this
automatically if connected, even if powered off.

UC2x0T
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The four drive wires can be identified by colour and pin on the
connector.

17.50

%]
35
@
Solder Bucket Pin 1 - male, exposed
D 0.9mm Pin 2 - female, hidden

Figure 4: Connectors used in the UC200 cell.

Connector Connector Insulation Connected to

pin (cell pin (power colour

side) supply side)

2 1 white Tension stacks -

1 2 red Tension stacks +

1 2 brown Compression stacks +
2 1 blue Compression stacks -

Table 1: Wire colour, pinout and assignments

The drive wires will be terminated with the connector shown in
the figure above This connector is hermaphroditic: is it mates with
another copy of itself, though pin 1 mates with pin 2 and vice
versa. Mating connectors are supplied with each order, along with
a short piece of cryogenic heatshrink to make it easy to
encapsulate the solder joins. Connectors are also available directly
from LEMO (subject to minimum order) or from Razorbill
Instruments.

Operating voltage
Recommended voltage limits are given as piecewise linear
equations in Table 2 and plotted on a graph in Figure 5:

Prior to 2023, we recommended slightly higher voltages at
intermediate temperatures, but we have updated our
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recommendations based on more recent and more detailed
measurements of the piezo stack performance.

200 £ —— Vmax 1
150 F —— Vmin _

100 F ;

50 F ;

Voltage [V]
o

_50
~100 L
~150

_2002.......................-..‘.-
0 50 100 150 200 250 300
Temperature [K]

Figure 5: Voltage limits for the piezo stacks at different
temperatures. The full rated range is achieved with one set of
stacks at Vmin and one at Vi

T (K) Vmin (V) Vmax (V)
>250 —20 120
- 1
100-250 —50+§(T—100) 120
- 5 8
10-100 —200+§(T— 10) 200—§(T— 10)
<10 —200 200

Table 2: Recommended voltage limits
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Force and Displacement Feedback

Force feedback is provided by a parallel plate capacitor built into
the cell, which is designed to measure +50 N. Displacement
feedback is provided by a very similar capacitor, which is designed
to measure +30 um (£ 50 um for UC220T). The capacitance of
these sensors is small, similar to the capacitance of a few meters
of typical coaxial cable. A precision capacitance bridge or
capacitance meter is required to obtain an accurate
measurement. Contact Razorbill Instruments if you need help
selecting a suitable instrument or cryogenic cable. The excitation
used by the capacitance bridge should not exceed 40V ptp, in
most cases much smaller voltages will be adequate.

10X2ON

Unless requested otherwise, the cell coax cables will be about
20cm long, and terminated with female MMCX connectors,
Huber and Suhner part number 21MMCX-50-1-2/1110E. Any
standard MMCX male connector should mate with this part, and
connectors suitable for use on cables of about 1 mm outer
diameter are included with each cell. They are Huber and Suhner
part number 11MMCX-50-1-2/1110E.

The cores of the coaxial cables are connected to the capacitor
plates. The braids of the coaxial cables are connected to a two-
part titanium shield which encloses the capacitor and is not
electrically connected to the body of the strain cell. To obtain the
best possible measurement, the braids should be connected to
the ground terminal on your capacitance bridge/meter, and
nothing else. The chassis of the strain cell should be separately
connected to ground both to lower noise and for safety reasons.

19D uoIssiwIsuDi]

For the displacement sensor, the low plate coax is marked by a
black band and the high plate is marked with a yellow band.
Double bands of the same colours are used for the force sensor.

Capacitance measurement is discussed in more detail in
Application Note AP003
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Accuracy, resolution, and temperature

correction
Resolution is typically limited by the resolution or noise of your
capacitance bridge. A resolution of better than 2 mN/VHz and

should be achievable in most cases, along with 0.5 nm/VHz for a
UC200T or 1 nm/VHz for a UC220T.

The force sensor does show some hysteresis. This will be less than
0.5% at room temperature, and smaller at low temperature.
Small changes in force will show smaller hysteresis, meaning that
if the force increases from 0 to 0.1 N, and back to 0, there will be
no detectable hysteresis. Aloop from 0to 10 N and back will show
a hysteresis of less than 0.05 N and from 0 to 50 N and back may
show as much as 0.25N. These figures are upper bounds;
normally hysteresis is a factor of ten smaller.

The main limits on accuracy of the sensors are temperature and
humidity dependence. All UC200Ts are provided with a
temperature dependence curve on the reverse of the capacitance
to displacement/force curve for each sensor. The format changed

Cell

C in 2023 to show the change due to temperature in displacement
.C_) or force units as well as capacitance units. To correct for
3 temperature, first convert the capacitance reading to
L displacement/force, then subtract the offset due to temperature
E (converting from capacitance as necessary for older calibration
L) sheets). The gain of the force sensor also changes, as the titanium
C it is made from stiffens. This can be represented by a change in
E the coefficient a, and the temperature dependent form is given
- on the calibration sheet.

L N )

5 Humidity causes offsets in the force measured by the sensor
>< which are strongly hysteretic and can take several days to
N equilibrate. The capacitance will be higher if the capacitor has
0 been in a humid environment, and lower if it has been in vacuum.
— ) The effect can be reduced by pumping on the cell in the cryostat
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for a full day or more before starting the experiment. We
recommend that the remaining offset is treated as an offset in
displacement/force, the same as for temperature.

More information about the accuracy limits, including advice on
how to repeat the temperature calibration is included in APOO6.

As the force sensor, sample, and sample mounts are connected in
series, the force on the sensor is the same as the force on the
sample. Thermal contraction of the sample does not effect this —
the force is still as measured. This is not true of the displacement
sensor, which measures the change in length between the sample
and its mounts compared to titanium, and cannot distinguish
strain and thermal expansion. For more detail, see AP007.

10X2ON

Using the two sensors together

The force and displacement sensors provide complementary
information about the sample, and are also very useful for
diagnosing conditions such as broken samples, plastically
deformed samples, or samples which are slipping in their epoxy
mounts.

In normal use, the sample force, displacement, stress, and strain
are all directly proportional to each other. However, the
constants of proportionality may not be well known. The force is
linked to the stress by the cross section, the stress to the strain by
the elastic modulus. The constant linking displacement and strain
is harder to determine, and depends on the behaviour of the
sample mountings and the effective free length of the sample.
The force sensor is also easier to correct for temperature effects.
So for most experiments, the force sensor should be considered
the most accurate.

19D uoIssiwIsuDi]

In some cases, the displacement and force sensors will depart
from proportionality. One clear example of this would be if the
sample has broken, in which case the displacement will still
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change when a voltage is applied to the stacks, but no force will
be measured. Other examples would be plastic deformation of
the sample or partial failure of the epoxy holding the sample.
Monitoring both capacitors at all times allows a higher confidence
in the experiment being conducted.

While the uncertainties in sample geometry and displacement-to-
strain relationship make absolute measurements of the elastic
modulus hard, relative changes can be detected more easily,
potentially providing valuable information about structural
transitions in the sample.

For more information about the advantages and disadvantages of
measuring force only, displacement only, and both sensors, refer
to application note AP0OOQ7.

Care and maintenance

The cell does not normally need any routine maintenance. The
outer surfaces of the cell may be cleaned with water, detergent,
or common solvents such as isopropanol, acetone, or ethanol. Do
not immerse the cell, and avoid solvent entering the cell through
the slots in the top surface or other holes/slots in the cell. If liquid
enters the cell, allow it to dry completely before cooling or
operating it.

ion Cell

ISsSioNn

Recalibration

The force sensor will generally be quite stable. It may need
recalibration if it is stressed beyond the rated force, or if any part
of it has been dismantled. It is difficult to obtain an accurate
calibration without the specialist jigs at the Razorbill Instruments
factory, so please contact us if you think your cell would benefit

Transm

from recalibration. Temperature calibrations are much easier —
refer to AP006 for more information.

UC2x0T
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The displacement sensor is likewise normally quite stable.
Calibration is straightforward if you have a sufficiently accurate
displacement sensor and some way of mounting it on top of the
cell, or you can contact Razorbill Instruments if you would like us
to do a recalibration. Temperature calibrations are slightly trickier
but can be done in the field. See APO06 for more information.

Stack replacement

The piezoelectric stacks built into the cell should have a long

operating life, however this can be reduced substantially by c
operating the cell at high temperatures, in a humid atmosphere, 0
or for long times at high voltages. Itis also possible to damage the N
stacks by overloading the cell, charging or discharging them é
without an appropriate current limit, or changing the temperature —]
with the stacks charged and without a suitable discharge resistor ° e
(such as that provided by the RP100 power supply). gl
The stacks in the UC200T are not field replaceable. The cell will -
need to be returned to Razorbill Instruments for repair. Fixed (%
price repairs may be available. 3
a.
Recommended accessories K,
Some of the items described below are included with the cell, or o
with the first order. All of them are also available separately. =
¥ MP240 Multiplexer. A two-channel four-way multiplexer 0
designed to measure up to four capacitive sensors with one g

capacitance bridge or LCR meter.

¥ RP100 Power Supply. A two channel + 200 V power supply,
specially designed to operate Razorbill Instruments stress
and strain cells.

¥ TB100 worktable. An optical breadboard with a hole in the
middle to fit a workstand. This is designed to give a large flat
surface to make sample mounting easier, and can support a
variety of XYZ stages and micromanipulators from different
manufacturers.
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¥ TB100_STDUC200T workstand. This stand is required to
mount the cell in the worktable above. Unlike some other
cells made by Razorbill Instruments, the UC200T sits flat on a
surface, so this stand offers little benefit without the table.

¥ SP200 Sample plates. More sample plates to replace those
supplied with the cell, if they are lost, damaged, or modified
to suit different samples.

W Other sample plates. Razorbill instruments can also provide
alternative sample plates designed for different sample
mounting positions or orientations, or very small samples.

Related documents

The following application notes and other documents may be
useful to users of the UC200T series cells. They are available on
the Razorbill Instruments website, and new documents are also
added from time to time.

¥ APO001 Thermal Expansion. More detail on the compensation
mechanism used in our cells, its strengths and limitations, and
matching the thermal expansion of samples to the cell. It also
explains how best to calibrate the temperature dependence
of the capacitive position sensor.

¥ AP002 Drive electronics. Essential information for customers

ion Cell

& who plan to use their own power supplies, and useful for
omm selecting cryogenic wiring.

E ¥ AP003 Measuring Capacitance. More information about
(7,] capacitance measurement best practice and information
C about wiring and feedthroughs.

O ¥ AP004 Cables and Heat Load. Short worked examples of heat
|= load calculations for customers who are fitting their own
oo cables in cryostats.

5 ¥ AP005 Sample mounting guide. A photo guide showing how
% to mount a matchstick shaped sample on a CS1x0 series cell.

N ¥ AP006 Capacitor Performance. A detailed look at what exactly
0 the capacitors measure and the limits on their repeatability
- and accuracy.
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Technical drawings are also available. If this is the paper copy of
this datasheet delivered with a cell, they should be included at the
back of the folder. Otherwise, they can be downloaded from our
website.

10X2On
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